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 VISCOL 15W40 CH-4/SJ MULTIGRADE ENGINE OIL (SUPERIOR) 
 

Description & Characteristics: 
 
A superior quality SAE 15W40 mixed‑fleet engine oil for naturally aspirated and turbocharged diesel 
engines and petrol engines in contractor and commercial equipment.  Formulated with heavy‑duty 
diesel engine‑oil additive package to deliver robust wear protection, oxidation stability and piston 
cleanliness, with a viscosity‑index‑improved system for stay‑in‑grade performance. 
 
 

 
 VISCOL CH-4/SJ 15W40 MULTIGRADE OIL 

 
TYPICAL 

 
Viscosity, mPas at –15°C max 

 
3500 

 
 Viscosity, mm2/s at 40°C(cSt) 

 
110 

 
 Viscosity, mm2/s at 100°C(cSt) 

 
14,6 

 
 Viscosity Index 

 
150 

 
 Pour Point, °C max 

 
-25 

 
 Flash Point, °C min 

 
216 

 
 Sulphated Ash, % m/m 

 
1,5 

 
 Total Base Number, mg KOH/g 

 
14 

 

Performance Level: 
 
API Service Classifications: CH-4, CG-4, CF-4; SJ/SL (petrol) 
ACEA E7-12 
Mercedes-Benz 228.3 
Volvo VDS-3 
Caterpillar ECF-2 
Cummins CES 20076/20077/20078 
JASO DH-1 (level) 
MAN M3275 
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Performance Level continues: 
 
MTU Type 2 
DEUTZ DQC II-10 
GLOBAL DHD-1 
Mack EO-N/EO-M Plus 
Legacy references: MIL-L-2104D / MIL-L-46152B; SABS 1361/400 series; Leyland BLS-OL-02; Ford 
historical M2C categories (where applicable). 
 

Benefits: 
 

• Detergent‑dispersant system promotes engine cleanliness and soot handling. 

• Protection against wear, rust and corrosion under severe service. 

• Oxidation/nitration control helps maintain viscosity and reduce oil thickening. 

• Stay‑in‑grade performance supports fuel and oil economy potential. 

• Extended drain capability per OEM/service conditions. 

• Mixed‑fleet suitability (diesel and petrol). 
 

Applications: 
 

Recommended for naturally aspirated and turbocharged diesel engines requiring **API CH‑4** 
performance and petrol engines where **API SJ/SL** is specified, including mixed on‑/off‑highway 
fleets in contractor and commercial service. 
 
Always follow the equipment manufacturer’s recommendation for drain intervals and performance 
category. 
 
 
 
 
 
 
Experienced personnel from our Technical Division are available for discussion on all aspects. 
Recommendations are given in good faith but without warranty. It is the user’s responsibility to 
determine the suitability for his/her own use. 
 
The products discussed are sold without any warranties either expressed or implied, including 
warranties of merchantability and of fitness for particular purpose. 


