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VISCOL AUTOMATIC TRANSMISSION FLUID DX III / MERCON 
 

Description & Characteristics 
 
Viscol ATF DX III is an automatic transmission fluid suitable for use where GM DEXRON-III(H) / DEXRON-
III(G) and Ford MERCON are specified. 
It delivers the required friction durability for smooth shifting, oxidation stability, anti-wear protection and 
foam control. 
 

Benefits 
 
1. Good load carrying ability is achieved by the inclusion of anti-wear additives which provide the   

necessary protection for the epicyclical gears of automatic transmissions.  
2. Warranty requirements satisfied. 
3. Compatibility with seal materials. 
4. Protection against deposit formation. 
5. Correct frictional characteristics giving smooth transmission and perfect synchronisation. 
 

Application 
 
Primary use: automatic transmissions requiring DEXRON-III(H)/MERCON performance. 
Also suitable for use in certain manual gearboxes/transaxles and power steering systems where DEXRON-
III/MERCON fluids are specified. 
 

Note: Not a substitute for modern licensed ATFs such as DEXRON-VI, MERCON V or LV; not TES-295/668. 
 

Physical Characteristics 
 

 VISCOL ATF Typ 
 Viscosity @ 40°C cts  7.9 
 Viscosity @ 100°C cts  48 mm2/s 
 Flash Point, ºC  215 
 Pour Point (°C), max  -38 
 Visual Colour  Red 
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OEM SPECIFICATIONS — ATF DX III meets requirements of: 
 
Passenger-car ATF 
 
Meets requirements: 
GM DEXRON-III(H);  
Ford MERCON. 
Allison TES-228 (C-4); 
 ZF TE-ML 09. 
 
Suitable for use:  
Daihatsu ALUMIX ATF MULTI;  
Chrysler +2/+3;  
Ford MERCON V;  
Honda ATF-II / ATF-Z1;  
Hyundai SP-II / SP-III;  
Isuzu Besco ATF II / III;  
JASO M315:2015 1A;  
Mazda ATF D-III / M-III;  
Mercedes-Benz MB 236.1 / 236.11 / 236.2 / 236.6 / 236.7 / 236.8 / 236.9;  
Mitsubishi Diamond SP-II / SP-III;  
Nissan Matic D / Matic J;  
Toyota D-II / T / T-II / T-III / T-IV. 
Heavy-duty / Off-highway & Driveline 
MAN 339 Type Z1;  
Volvo 97340;  
ZF TE-ML 03D / 04D / 05L / 11A / 11B / 14A / 14B / 17C / 20B / 21L / 25B; DTFR 13C100 / 13C110 / 
13C120 / 13C140 / 13C150. 
 
Approved:  
Allison TES-389;  
MAN 339 Type V1;  
Voith G607 (H55.6335xx);  
Volvo 97341. 
 
Experienced personnel from our Technical Division are available for discussion on all aspects. Recommendations are given in 
good faith but without warranty. It is the user’s responsibility to determine the suitability for his/her own use. The products 
discussed are sold without any warranties either expressed or implied, including warranties of merchantability and of fitness for 
particular purpose. 


