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VISCOL HEAT TRANSFER OIL 32, 68, 100 
 
Description  

 
Viscol Heat Transfer oils are premium quality oils intended for application in enclosed heat transfer 
systems with bulk oil temperatures of up to 316º C. The ability to flow rapidly at low temperatures 
ensures quick circulation at start-up and less risk of local overheating.  Heat Transfer oils are formulated 
using highly refined high viscosity index paraffinic base oils. 
 
Applications 
 

• Closed circulating heat transfer systems in industrial processes 
• Chemical, textile, leather, and food-related industries (non-food contact) 
• Systems operating with bulk oil temperatures up to 320 °C (film temperature not exceeding 340 °C) 
• Indirect heating in dryers, moulding machines, oil bath heaters, and asphalt plants 
 
Performance Features & Benefits 
 

• Excellent oxidation stability – reduces sludge and deposit formation 
• High thermal conductivity – efficient heat transfer and energy savings 
• Low volatility – reduces top-up losses and vapor lock risk 
• High flash and fire points – increased safety in operation 
• Extended service life – resists thermal cracking and oxidation at high temperature 

 
Handling & Storage 
 

• Store indoors in sealed containers, away from direct sunlight and moisture. 
• Avoid contamination with water and other fluids. 
• For long life, ensure system design minimizes air contact and prevents localized overheating. 
 
Health & Safety 
 

• Non-toxic under normal conditions of use. 
• Avoid prolonged skin contact; wash with soap and water after handling. 
• For detailed guidance, refer to the Safety Data Sheet (SDS). 
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Characteristics 
 

Heat Transfer 32 

VISCOSITY (cSt)  POUR PIONT FLASH POINT 

40ºC 100ºC ºC ºC 

30.99 5.146 -21 216 

 
Heat Transfer 68 

VISCOSITY (cSt)  POUR PIONT FLASH POINT 

40ºC 100ºC ºC ºC 

68 8.7 -6 220 

 
Heat Transfer 100 

VISCOSITY (cSt)  POUR PIONT FLASH POINT 

40ºC 100ºC ºC ºC 

100.3 10.91 -9 234 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Experienced personnel from our Technical Division are available for discussion on all aspects. Recommendations are given in 
good faith but without warranty. It is the user’s responsibility to determine the suitability for his own use. 
 
The products discussed are sold without any warranties either expressed or implied, including warranties of merchantability 
and of fitness for particular purpose. 
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