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VISCOL SERIES 3 ENGINE OILS SAE 10, 20, 30, 40, 50 – CF/SF 
 

Description: 
 
Viscol SAE monograde engine oils are premium single‑viscosity lubricants for petrol and diesel engines, 
including turbocharged units, operating in mixed fleet service. 
Formulated with additive technology to deliver wear protection, detergency/dispersion, oxidation 
stability and corrosion control. 
Enhanced with antifoam to provide effective foam suppression without impairing air release or 
filterability. 
Blended with high‑quality paraffinic base stocks to provide stable viscosity and dependable protection 
over a broad temperature range. 
 

Performance benefits: 
 
• Robust anti‑wear and corrosion protection to help minimize component wear. 
• Effective detergent/dispersant system for engine cleanliness and sludge/deposit control. 
• Strong oxidation stability to help maintain viscosity and reduce oil thickening. 
• Controlled foaming via silicone antifoam (LZ 7749B) with reliable air‑release performance. 
• Broad grade coverage (SAE 10/20/30/40/50) for legacy engine applications across transport, agriculture 
and industrial service. 
 

Performance Level: 
 
API Service Categories (legacy): CF/SF — meets requirements for applications where these levels are 
specified. 
 
 
 
 
 
 
 
 
Note: For newer engines requiring later API categories (e.g., SJ/SL/SM/SN, CH‑4/CI‑4/CK‑4), consult the OEM manual; select a 
product meeting the required category. 
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Performance depends on base‑oil selection and treat rate; licensing is not implied. 
 

 
SAE GRADE 

 
10 

 
20 

 
30 

 
40 

 
50 

 
Density @ 15 °C 

 
0.878 

 
0.884 

 
0.890 

 
0.893 

 
0.900 

 
Viscosity cSt @ 40 °C 

 
46 

 
70 

 
100 

 
145 

 
212 

 
Viscosity cSt @ 100 °C 

 
6.8 

 
8.95 

 
11.44 

 
14.76 

 
19.0 

 
Viscosity Index 

 
101 

 
101 

 
101 

 
101 

 
101 

 
Flash Point (COC) (°C) 

 
204 

 
215 

 
213 

 
216 

 
216 

 
Pour Point (°C) 

 
-32 

 
-27 

 
-22 

 
-16 

 
-9 

 
Sulphated Ash, % m/m max. 

 
1.0 

 
1.0 

 
1.0 

 
1.0 

 
0.9 

 
Total Base Number, mg KOH/g 

 
8.0 

 
8.0 

 
8.0 

 
8.0 

 
7.4 

 
 
 
 
 
 
 
 
 
 
 
 
 

Experienced personnel from our Technical Division are available for discussion on all aspects. Recommendations 
are given in good faith but without warranty. It is the user’s responsibility to determine the suitability for his 
own use. 

 


