VISCOL

Reg Mo 1927/028 006723
VatReg: 4380103 046

130 Sarel Baard Crescent
Gatewsay Industrial Park
Fooihuiskraal, Centurion

F. . Box 50005, WWierda Park, 0149

Tel: (012) 6A1 9888
E-mail.  admin@wiscol.coza
Wiebsite wnan viscolcoza

Document
Number:

TDS 054

SUBJECT: OIL SPECIFICATIONS

ENVIRONMENTAL & QUALITY MANUAL
(in accordance with ISO 9001 & 14001)

VISCOL PNEUMATIC OIL — AIRLINE BLUE

Description & Characteristics

Airline Qils are high quality oils with a naturally high viscosity index, it is intended for the lubrication
of pneumatic tools, valves and related equipment. It has a low pour point and special additives to
protect against rust, corrosion and water washing. Airline Oils are intended for use in systems

where it may be necessary to draw off any separated water.

Airline Oils are formulated to ensure the quick creation of mist for the lubrication of downstream

pneumatic equipment and exhibit low foaming tendencies.

Specifications & Application

Airline QOils are recommended for use in air tools of most types including road drills, jack hammers,

air speed saws and torque wrenches.
It is also recommended for air motors and the lubrication of pneumatic rams and cylinders.
In addition, Airline Oils can be used for general lubrication in industrial applications.

Performance Benefits

e Excellent anti-wear properties.

e Good oxidation inhibition.
e Anti-rust.
e Anti-foam.

e Readily separates from water.
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Typical Physical Properties

ISO GRADE 22
Viscosity @ 40°C(cSt) 22
Viscosity @ 100°C(cSt) 4.3
Density @ 15°C (cSt) 0.85
Viscosity Index 95
Flash Point PMCC(°C) >130
Pour Point -10

Experienced personnel from our Technical Division are available for discussion on all aspects.
Recommendations are given in good faith but without warranty. It is the user’s responsibility to
determine the suitability for his own use.
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