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VISCOL ROCKDRILL OIL 68, 100, 150, 220, 320, 460, 680 
 

Description & Characteristics: 
 
Viscol Rockdrill Oils are premium tacky lubricants for pneumatic percussion tools and rock‑drilling 
equipment operating under severe shock, moisture and dust exposure. 
Formulated with anti‑wear/EP performance, rust and corrosion protection, demulsibility and foam 
control.  Enhanced with tackifier to improve adhesion and reduce fling‑off and misting, helping the oil 
stay in the tool’s lubrication zone. 
 

Performance Features: 
 
• Strong anti‑wear/EP protection and film strength for percussive mechanisms and sliding parts. 
• Tackiness for better adhesion, reduced fling‑off and lower oil mist. 
• Rust/corrosion and oxidation protection under wet, dirty conditions. 
• Good demulsibility and foam/air‑release to maintain reliable lubrication. 
• Helps extend tool life and service intervals in mining and construction duty. 
 

Application: 
 
For pneumatic rock drills, jackhammers and percussion tools in mining and construction. 
 
Suitable for airline oilers and central lubrication systems where ISO VG 68/100/150/220/320/460/680 are 
specified by the tool manufacturer. 
 
Select viscosity grade according to ambient temperature and tool OEM guidance (higher VG for hotter 
climates and larger tools). 
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Typical Properties 
 

Property ISO 68 ISO 100 ISO 150 ISO 220 ISO 320 ISO 460 ISO 680 

ISO Viscosity Grade 68 100 150 220 320 460 680 

Viscosity @ 40°C (cSt) 61–74 90–110 135–
165 

198–242 288–352 414–506 612–748 

Viscosity @ 100°C (cSt) ~8.6 ~11.2 ~15.0 ~19.0 ~24.0 ~30.5 ~38.0 

Viscosity Index ≥95 ≥95 ≥95 ≥95 ≥95 ≥95 ≥95 

Flash Point (°C, min) 210 220 230 240 250 260 270 

Pour Point (°C, max) -9 -9 -9 -9 -9 -9 -9 

Copper Corrosion 
(3h,100°C) 

1b 1b 1b 1b 1b 1b 1b 

Demulsibility (40-40-0) Pass Pass Pass Pass Pass Pass Pass 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Experienced personnel from our Technical Division are available for discussion on all aspects. Recommendations are given in 
good faith but without warranty. It is the user’s responsibility to determine the suitability for his own use. 

 


