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ROLLING S132 
 
Rolling S132 is designed especially for cold-rolling yellow metals and contains suitable additives to protect 
ferrous metals of the rolling mill against rusting.  In either concentrate or emulsion form, it will not stain yellow 
metals, and its carefully selected ingredients also protect against staining of the rolled metals under normal 
annealing conditions.  Rolling S132 emulsifies readily to the recommended dilution concentration of 3% to 10% in 
water and resists oxidation and bacterial attack. 
 
 

PROPERTY UNITS TEST METHOD TYPICAL VALUES 

Ash Content % m/m ASTM D 482 1.7 

Copper Corrosion (3h @ 100°C - ASTM D 130 1.3 

Neutralization Number Mg KOH/g ASTM 974 3.3 

Saponification Number Mg KOH/g ASTM D 94 29 

Viscosity @ 40°C cSt ASTM D 445 40.03 

 
APPLICATION 
 
Rolling S132 is used for cold-rolling yellow metals.  It is also suitable for special bright-annealing processes 
designed to give a high luster finished strip. 
 
PACKAGING 
 
S132 is a light-yellow fluid available in bulk, 210 liter drums and 20 liter pails. 
 
 
 
 
 
 
 
 
 
 
Experienced personnel from our Technical Division are available for discussion on all aspects.  
Recommendations are given in good faith but without warranty.  It is the user’s responsibility to 
determine the suitability for his/her own use. 
 
The products discussed are sold without any warranties either expressed or implied, including 
warranties of merchantability and of fitness for particular purpose. 
 


