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LITHIUM EP-2 MULTI PURPOSE GREASE 
 

DESCRIPTION 
 
LITHIUM EP 2 Grease is high-quality multi-purpose lithium-based   grease    made from a blend of solvent 
refined oils and incorporates multi-functional extreme pressure additives, as well as corrosion and 
oxidation inhibitors. It is resistant to water and high-pressure steam and is suitable for operating 

temperatures between -15C and 130C. 
 

APPLICATIONS 
 
LITHIUM EP 2 GREASE is designed for use in highly loaded plain and roller bearings as well as for shock 
loading conditions in steel mills. It is suitable for use in the full range of bearing speeds encountered in 
machines, wood working tools, production equipment, textile and paper-making industry, generators 
and all types of vehicles.  
 
LITHIUM EP 2 GREASE is recommended for all normal applications at ambient temperatures, but where 
conditions are more severe with higher temperatures it is advisable to use the No.3 products. It is 
especially suitable for wheel bearings on passenger cars because of the EP characteristics. 
 

TYPICAL DATA 
 

Thickening Agent Lithium 

NLGI Classification 2 

Work penetration at 25C 265 – 295 

Drop point C 180 

Oil viscosity at 40C 200 

Recommended temperature range -15C to 130C 

Water washout 5% (max) 

 
Experienced personnel from our Technical Division are available for discussion on all aspects. Recommendations are given in good faith but 
without warranty. It is the user’s responsibility to determine the suitability for his own use. 
The products discussed are sold without any warranties either expressed or implied, including warranties of merchantability and of fitness 
for particular purpose. 


